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E l e c t r i c  C h a i n  H o i s t s

E n h a n c e d  Fe a t u r e s

UL® Listed*
Certified and listed to 
UL 1340 “Standard 
for Hoists.”

Easy Access 
Suspension
External pins allow 
for quick change from 
hook to lug for trolley 
mount configurations 
on most models.

Green Initiative
Built smarter 
without the use of 
harmful materials. 
Environmentally 
friendly. RoHS 
compliant.

Notched Hook 
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E l e c t r i c  C h a i n  H o i s t s

SuspensionHoist is easil y chang ed from  hook to lug mount conf i gurations 

with external suspension pins on 

most models.

T o t a l l y  E n c l o s e d  F a n  

Cooled (TEFC) MotorEngineered motor fin, 

fan bl a de an d fan cover 

desi gn cools th e motor 

an d brake.

“The Guardian”: Smart Brake TechnologyRevolutionary DC current 

m o t o r  b r a k e  w i t h  e l e c t r i c a l  

failsa fe desi gn. 10 year 

w a r r a n t y .

Extreme Duty MotorIncr eas ed per for m an ce through 60 minute dut y 

rating, H4 classif ication, Cl ass B insulation, cooling 

f ins an d st an d ard th er m a l motor protection. O f fer s 

hi gh er hor s ep ower th an most competitor s.

L o a d  S h e a v e 5 or 6 deep-groove p oc kets 

f ully supp or t th e loa d ch ain 

d u r i n g  o p e r a t i o n .  R e d u c e s  

vibration and ch ain wear. 

Provides tr ue ver tical lif t.

Upper/Lower Limit SwitchesL ow profile upp er an d lower limit 

sw itch es provide exce llen t h ea droom.





NER vs. ER Features
ER model has same 
high-quality features as 
NER plus the following:
•  Second brake —  
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m BDC(a)-26TD
(*a)-4.3(n)2.7(i)2(c)-3.8(al)4( l)-4.2(o)-4.8(a)7.7(d)4( br)12.5(a)-6.2(k)18.6(e)]TJ
ET
/CS0 CS 0 0 0  SCN
0.5 w 4 M 
54 36 99 75.35 re
S
BT
/T1_0 1 Tf
-0.005 Tc 0.028 Tw 10 0 0 10 168.2749 257.2086 Tm
(Standard Hoist Specifications)Tj
0 Tc 0 Tw 0.073 29.539 Td
(F)Tj
-0.005 Tc 0.028 Tw 0.606 0 Td
(eatures and Benefits)Tj
ET
/GS0 gs
0 385 30 23 re
f
BT
1 1 1  scn
/T1_2 1 Tf
0 Tc 0 Tw 11 0 0 11 12.3101 392.1232 Tm
(8)Tj
ET
169 274 389.725 270.032 re
f*
BT
0 0 0  scn
/GS1 gs
/T1_0 1 Tf
0.007 Tc -0.007 Tw 8 0 0 8 169 537.8557 Tm
(UL)Tj
0 Tc 0 Tw 4.664 0 0 4.664 179.831 540.5197 Tm
(®)Tj
-0.003 Tc 0.021 Tw 8 0 0 8 183.2217 537.8557 Tm
[( Li)-3.4(s)-6.6(t)-5.5(e)-12.9(d)-4.6(*)-24.9(*)]TJ
/T1_1 1 Tf
-0.015 Tc 0.028 Tw -1.778 -1.25 Td
[(C)-14.9(e)-7.2(r)-29.8(t)-2.2(i)-3.6(f)-5(i)-2.8ad and listed to UL 1340 
“Standard for Hoists.”

Easy Access Suspension
External pins allow for quick 
change from hook to lug for  
trolley mount configurations  
on most models.

Green Initiative










